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Wood Stoves Speciality
Stoves
Made in
Name Ecofan 810 Ecofan 812 Smart Fan Sirocco China Co Heat Powered 4-| Ecofan 806
UltrAir AirMax PY" Blade Stove Fan BelAir
SF800
Magz;a;ltil;:er/ Caframo Ltd  Caframo Ltd 1Q Concept & Design Hansa Handsun Valiant Stoves Caframo Ltd
Origin Canada Canada Ireland Lithuania China China Canada
CE Compliant
Safe Blade ‘/ \/ \/ X x x ‘/
Blade Design 2-blade 2-blade 5-blade 3-blade 2-blade 4-blade 2-blade
Manufacturer's
Published Airflow 125 cfm 175 cfm 200 cfm 206 cfm 100 cfm 150 cfm 140 cfm
New Air Flow 99 cfm big blade
PerfOrE?n“gce Test | 151 ¢fm 183 cfm 20 cfmsmall blade 116 cfm 113 c¢fm 87cfm 137 cfm
AMCA 230 Standard 119 cfm
Minimum Stove
Temperature required 102°C 85°C 173°C 135°C 111°C 160°C 75°C

to produce 50 cfm



http://www.smartfan.ie/
http://www.amazon.co.uk/Sirocco-Heat-Powered-Burning-Stove/dp/B00BF1ZSSC/ref=sr_1_5?ie=UTF8&qid=1363354544&sr=8-5
http://www.amazon.co.uk/Powered-Wood-Burning-Stove-Fireplace/dp/B007AGJGDY/ref=sr_1_4?s=kitchen&ie=UTF8&qid=1369149389&sr=1-4&keywords=ecofan
http://www.e-teplo.cz/ventilator-ecofan-810.html
http://www.e-teplo.cz/ventilator-ecofan-812.html
http://www.e-teplo.cz/ventilator-ecofan-806.html

Performance

Caframo Ecofan vs other Stove Top Fans
(using the AMCA 230-12 testing Standard)

151 CFI

183 CFM




Stove Temperature Required to Produce Minimum Air Flow
Caframo Ecofan vs other Stove Top Fans

(Less Heat/Energy Required is Better)

BEST
1 Ecofan 806 BelAir | 75°C
2 Ecofan 812 AirMax s
3 Ecofan 810 UltrAir 102°C
4 Made in China Copy .
5 HANSA - Sirocco
6 Valiant Stoves - Heat Powered 4 Blade
7 .
IQ Design - Smartfan
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Stove Temperature Required to Produce 50 CFM Air Flow






